
Item# STEM BASE EXAMPLE COVERAGE & MAX COLD INFLATION PRESSURE 

VS-90 OE & REDI-SENSOR 80 PSI 

VS-15 
TOYOTA 
INCLUDES STEPPED SCREW 

80 PSI 

VS-20 
GM, FORD, HYUNDAI, KIA, SUBARU 
INCLUDES STEPPED SCREW 

80 PSI 

VS-30 
NISSAN 
INCLUDES LOCKING CLIP 

80 PSI 

VS-65 
JEEP, RAM 
INCLUDES SCREW 

80 PSI 

VS-950 GM, FORD, CHRYSLER/DODGE/JEEP, SUBARU 80 PSI 

VS-1010 
HYUNDAI 
INCLUDES LOCKING HEX NUT 

65 PSI 

VS-20 VS-65 

VS-950 

VS-90 VS-15 

VS-30 

VS-1010 

Snap-In Stems 

Valves fit 0.453” rim holes 

Item # DESCRIPTION (ALL ARE PRESSURE RATED TO 200 PSI) STEM BASE 

VS-45 HIGH PERFORMANCE FOR 7001HP-R REDI-SENSOR 

VS-240BC BLACK CHROME, HIGH PERFORMANCE FOR OE & DILL 5001/5002 

VS-240MC MATTE CHROME, HIGH PERFORMANCE FOR OE & DILL 5001/5002 

VS-241 
2017+ FORD SUPER DUTY  

INCLUDES USA-MADE DUAL SEAL CAP 

VS-312 0.453” ASSEMBLY FOR TOYOTA & LEXUS 

VS-925A ALUMINUM FOR GM, FORD, CHRYSLER/DODGE/JEEP, SUBARU 

VS-925B 
BLACK ANODIZED STEM FOR GM, FORD, CHRYSLER/DODGE/JEEP, 
SUBARU 

VS-925C CHROME STEM FOR GM, FORD, CHRYSLER/DODGE/JEEP, SUBARU 

VS-990 
CHROME STEM FOR OE & DILL 5001/5002 WHEN MOUNTED IN  
75°-90° VALVE HOLES 

Clamp-In Stems 

VS-45 VS-925 

VS-240BC VS-240MC VS-241 

VS-312 VS-990 

Common TPMS Stems

800-242-1446

www.mohawkrubber.com 

800-242-1446



DILL AIR CONTROLS TPMS COMMON STEMS 

Item # DESCRIPTION & EXAMPLE COVERAGE 

VS-35 O-RING VALVE STEM FOR RAM DUALLY ALLOY WHEELS (45° ANGLE); 9.7MM

VS-40 ALUMINUM STEM FOR GM, MASERATI, MERCEDES BENZ, RAM 

VS-70 COMPLETE VALVE STEM ASSEMBLY FOR OE & REDI-SENSOR 

VS-280-SS NI-PLATED BRASS,  LOW PROFILE CLAMP-IN STEM FOR OE & DILL 5001/5002 

VS-913 STEM FOR 0.625” VALVE HOLE FOR OE & DILL 5001/5002 

VS-917 STEM FOR 0.625” VALVE HOLE FOR SNAP-IN 7001HP-R REDI-SENSOR 

VS-919 STEM FOR 0.625” VALVE HOLE FOR GM, FORD, RAM 

VS-920 STEM FOR 0.625” VALVE HOLE FOR RAM 

VS-965 ALUMINUM STEM FOR HYUNDAI/KIA (SCREWS INTO SENSOR HOUSING) 

1040K 0.453” VALVE STEM ASSEMBLY FOR MERCEDES BENZ 

1098K 0.453” VALVE STEM ASSEMBLY FOR SPRINTER VAN CHASSIS 

9066K-LS COMPLETE VALVE STEM ASSEMBLY WITH BALL JOINT 

VS-35 VS-40 VS-70 

VS-965 9066K-LS 1040K 1098K 

VS-280-SS VS-913 

VS-917 VS-920 VS-919 

“When a sensor is 
removed or a tire is 

replaced a new mounting 
kit must be installed.” 

-Ford OEM Service Manual

“The valve nut should not 
be reused.” 

-Hyundai Vehicle Service
Manual 

“Always replace seal after 
every disassembly.” 

-Nissan Vehicle Owners
Manual 
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Clamp-In Stems 

Rubber Stem Bases 

800-242-1446

www.mohawkrubber.com 

Common TPMS Stems800-242-1446




